GATE FITTINGS FOR PRESTRESSED CONCRETE POSTS

1. Prestressed Concrete Posts - (PRS / PRI)
2. Galvanized Steel Posts - (GSS / GSI)
3. Softwood Posts - (TTS / TTI)
4. Hardwood Posts - (HTS / HTI)
5. Star Picket Posts as Line Posts - (SP)

GATE FITTINGS FOR GALVANIZED STEEL POSTS

1. Galvanized M.E. Strap Bent to Suit Gate Pipe
2. Chain 500-550 Long
3. Strap Hinge Detail
4. Gate Hinge Assembly - (125 Post)
5. Hinge Clamp - (125 Post)

GATE FITTINGS FOR TIMBER POSTS

1. Bolt Type PRS Post
2. Chain Welded onto Collar
3. Lower Hinge Welded to Angle Bracket
4. Coach Screw to be Used for Timber Posts
5. Lower Hinge Detail

TYPICAL GATE PANEL DETAILS

1. Type PRS Post
2. Distance to Suit Gate
3. Support Brackets
4. Fencing Netting
5. Lower Support Bracket

TYPICAL RABBIT PROOF GATE PANEL DETAILS

1. Ø 10 mm Round Head
2. Ø 25 mm Round Head
3. Ø 10 mm Hole
4. Ø 15 mm Hole
5. Ø 25 mm Hole

NOTES

1. All Steel Fittings Are to Be Hot Dipped Galvanized After All Fabrication Is Complete.
2. Bracket to be Made of Steel Plate, 5 mm Thick.
3. All Bolts and Nuts to Be Zinc Plated 8 X 40 Unless Otherwise Shown.
4. All Brackets for Steel and Treated Timber Must Be Proprietary Items Manufactured in Accordance with the Specification.
5. Chain to be Galvanized.

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SHOWN.