URBAN CONTROLLED ACCESS ROAD FENCING PANEL

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SHOWN

NOTES

1. FENCING MATERIALS ARE TO BE USED IN ACCORDANCE WITH THE SPECIFICATION - R 201.
2. ALL CONCRETE TO BE 20 MPa.
3. JOINTS TO BE WELDED AND PAINTED WITH A ZINC RICH PRIMER.
4. FOR VEHICULAR GATE DETAIL REFER TO DS2014/005993.
5. SPECIAL REQUIREMENTS MAY APPLY TO THE ERECTION PROCEDURES FOR FENCES INSTALLED NEAR HIGH VOLTAGE TRANSMISSION LINES.
6. THE RELEVANT ELECTRICITY AUTHORITY SHOULD BE CONTACTED PRIOR TO THE INSTALLATION OF THE FENCE.

BORDER SIGN

TO BE ERECTED AT THE FENCELINE AT THE START OF THE CONTROLLED ACCESS ROAD. SET PARALLEL TO THE ROAD CENTRELINE AND FACING THE CONTROLLED ACCESS ROAD. REPEATER SIGNS 500 X 200 TO BE AT APPROXIMATELY 2 km INTERVALS AND TO OMIT LEGEND "FOR NEXT - km".

ROADS AND MARITIME SERVICES

CONTROLLED ACCESS ROAD

ACCESS RIGHTS RESTRICTED

For Next - km

(White lettering and edging on green background)