GENERAL NOTES

- CAD No AS6RPB.dgn
- DENOTES LENGTH OF BOLT TO BE VERIFIED BY DESIGNER.
- DENOTES REFER TO RTA RIGID PAVEMENT STANDARD DRAWINGS FOR SEALANT AND FILLER REQUIREMENTS.
- VALUES 'F' AND 'G' TO BE DETERMINED BY DESIGNER.
- THIS DRAWING TO BE READ IN CONJUNCTION WITH RTA DRAWING No RTAB049G.

SCALE OR AS SHOWN.

INFORMATION SHEET B

APPROVED FOR USE

PRINCIPAL BRIDGE ENGINEER
09.03.2011
WAIR RATNE
ROADS AND TRAFFIC AUTHORITY OF NEW SOUTH WALES

6m APPROACH SLAB
FOR RIGID PAVEMENT

SECTION 2

JOINT ALTERNATIVE TYPE 2
CONCRETE SLABS WITH SMALL MOVEMENT JOINT

SECTION 2

JOINT ALTERNATIVE TYPE 3
NO ASPHALT - SMALL MOVEMENT JOINT

SECTION 2

JOINT ALTERNATIVE TYPE 4
CONCRETE SLABS WITH LARGER MOVEMENT JOINT

SCALE

- 0 100 200 300 400mm